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PB-100M-E PB-450-E 

Outdoor Infra-Red Perimeter Beams 

 

PB-Dual 

Features 
·  100 meter invisible perimeter 

beam 
·  Robust for outdoor use 
·  Compact 
·  Easy installation 
·  Normal open and normal 

closed relay contacts 
·  Configurable for multiple 

zone and multiple beam 
 

Features 
·  450 meter invisible perimeter 

beam 
·  High Power-to-Size ratio 
·  Easy alignment 
·  Low cost 

 

Features 
·  100 meter dual invisible 

perimeter beam 
·  No more false alarms 
·  Large Infra Red cover filters 

out ambient light and 
improves range 

 

PB-Post 

Features 
·  Create a infinite km2 

invisible dual beam 
perimeter 

·  Uses PB-100M-E units 
·  Transmitters are hidden 

within garden posts 
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Typical PB-Post 
Application 

This configuration 
using six PB-Posts 
makes a 2km2 dual 
beam perimeter.  

General Characteristics 

Power 
Input Voltage: 7 to 30 VDC 
Max Power Consumption:  300mW 

Temperature 
Environmental temperature:    -20°C to 85°C 
 
 

All models are water-resistant. 
 

 

All the units undergoes 
temperature and life tests 
before reaching the market 


